For different sizes, please ask the manufacturer. When placing order it must be specified the REFERENCE, MODEL, R (radius), W (flat bar width), T (flat bar thickness).

In models B, C and D specify diameter of the hole.

The ear shaped length is always adjustable.

Production capacity: 450 to 600 parts per hour.

### Flat bar round end tooling R1

<table>
<thead>
<tr>
<th>Reference</th>
<th>Model</th>
<th>Width size</th>
<th>Required fitting</th>
</tr>
</thead>
<tbody>
<tr>
<td>MOR1-35A</td>
<td>A</td>
<td>From 20 to 35mm</td>
<td>TAP28 / TAP40</td>
</tr>
<tr>
<td>MOR1-35B</td>
<td>B</td>
<td>From 20 to 35mm</td>
<td>TAP28 / TAP40</td>
</tr>
<tr>
<td>MOR1-35C</td>
<td>C</td>
<td>From 20 to 35mm</td>
<td>TAP28 / TAP40</td>
</tr>
<tr>
<td>MOR1-35D</td>
<td>D</td>
<td>From 20 to 35mm</td>
<td>TAP28 / TAP40</td>
</tr>
<tr>
<td>MOR1-50A</td>
<td>A</td>
<td>From 40 to 50mm</td>
<td>TAP50 / TAP60 with ATAP</td>
</tr>
<tr>
<td>MOR1-50B</td>
<td>B</td>
<td>From 40 to 50mm</td>
<td>TAP50 / TAP60 with ATAP</td>
</tr>
<tr>
<td>MOR1-50C</td>
<td>C</td>
<td>From 40 to 50mm</td>
<td>TAP50 / TAP60 with ATAP</td>
</tr>
<tr>
<td>MOR1-50D</td>
<td>D</td>
<td>From 40 to 50mm</td>
<td>TAP50 / TAP60 with ATAP</td>
</tr>
</tbody>
</table>

### Flat bar round end tooling R2

<table>
<thead>
<tr>
<th>Reference</th>
<th>Model</th>
<th>Width size</th>
<th>Required fitting</th>
</tr>
</thead>
<tbody>
<tr>
<td>MOR2-35A</td>
<td>A</td>
<td>From 20 to 35mm</td>
<td>TAP28 / TAP40</td>
</tr>
<tr>
<td>MOR2-35B</td>
<td>B</td>
<td>From 20 to 35mm</td>
<td>TAP28 / TAP40</td>
</tr>
<tr>
<td>MOR2-35C</td>
<td>C</td>
<td>From 20 to 35mm</td>
<td>TAP28 / TAP40</td>
</tr>
<tr>
<td>MOR2-50A</td>
<td>A</td>
<td>From 40 to 50mm</td>
<td>TAP50 / TAP60 with ATAP</td>
</tr>
<tr>
<td>MOR2-50B</td>
<td>B</td>
<td>From 40 to 50mm</td>
<td>TAP50 / TAP60 with ATAP</td>
</tr>
<tr>
<td>MOR2-50C</td>
<td>C</td>
<td>From 40 to 50mm</td>
<td>TAP50 / TAP60 with ATAP</td>
</tr>
</tbody>
</table>

For different sizes, please ask the manufacturer. When placing order it must be specified the REFERENCE, MODEL, R (radius), W (flat bar width), T (flat bar thickness).

In models B and C specify diameter of the hole.

The ear shaped length is always adjustable.

Production capacity: 450 to 600 parts per hour.